Slipfitter‘\ Luminaire— Holophane, Esplanade
| | ”

. 5 _g" With 4” Deep Shallow Skirt, or

2 1/2" Dia. Bracket Arm\ 6 Approved Equal. Luminaire shall be
coated to match the color of the

light pole.

Pole Cap, Cast Alum.
with S.S. Screws

i

Wire Hole with 1”

Rubber Grommet

28’—0”
Support Height

0.D.

27 X 3/4” X 1/4” Alum. Channel Scroll

Extruded Alum. Pole Plate with
Stainless Steel Hardware

Scroll attached with S.S. HEX. HD.
Bolt into Rivnut Installed in Shaft and Arm

Aluminum Light Pole — 28" mounting height
manufactured by Hapco (No. B83319-001p.1), or
Approved Equal. The exterior shall be painted Black,
similar to Federal Standard 595-B, Color No.
27040. All attachments and accessories shall be

painted to match the light pole.

NOTE: UNLESS OTHERWISE
DIRECTED BY THE CITY,
ALL LUMINAIRES USED IN
NEW CONSTRUCTION
SHALL BE LED.

NOTE: LIGHT POLE STRUCTURES SHALL BE DESIGNED AND
CONSTRUCTED BY THE SUPPLIER TO SUPPORT THE LOADS THAT
THE PLAN REQUIRES THE CONTRACTOR TO INSTALL. THESE
DRAWINGS ARE INTENDED TO PROMOTE UNIFORMITY OF DESIGN AND
ARE NOT WARRANTED TO BE STRUCTURALLY ADEQUATE. THE
MANUFACTURER SHALL BE RESPONSIBLE FOR VERIFYING THE POLE
DESIGN, AND SHALL PREPARE SHOP DRAWINGS AND STRUCTURAL
DESIGN CALCULATIONS STAMPED BY AN OHIO PROFESSIONAL
ENGINEER. THE SHOP DRAWINGS AND CALCULATIONS SHALL BE
SUBMITTED TO THE CITY OF GROVE CITY FOR APPROVAL PRIOR TO
FABRICATION.

Base Flange with Bolt Covers

- and Stainless STL. HEX. HD. Screws 15" DIA.
Lrl) Bolt Circle

Transformer Base with Hinged Door and
Ground Prov. painted to match Light Pole.
1/4"-20NC & ”

1/2°~13NC | 15-3/8" SQ.
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